
04 - Vehicle Quick Reference / Jump Starting / Standard Procedure

JUMP STARTING

WARNING:
REVIEW ALL SAFETY PRECAUTIONS AND WARNINGS.

WARNING:
DO NOT JUMP START A FROZEN BATTERY, PERSONAL INJURY CAN RESULT.

WARNING:
DO NOT JUMP START WHEN MAINTENANCE FREE BATTERY INDICATOR DOT IS BRIGHT COLOR.

WARNING:
DO NOT ALLOW JUMPER CABLE CLAMPS TO TOUCH EACH OTHER WHEN CONNECTED TO A BOOSTER SOURCE.

WARNING:
DO NOT USE OPEN FLAME NEAR BATTERY.

WARNING:
REMOVE METALLIC JEWELRY WORN ON HANDS OR WRISTS TO AVOID INJURY BY ACCIDENTAL ARCING OF BATTERY
CURRENT.

WARNING:
WHEN USING A HIGH OUTPUT BOOSTING DEVICE, DO NOT ALLOW BATTERY VOLTAGE TO EXCEED 16 VOLTS.

WARNING:
REFER TO INSTRUCTIONS PROVIDED WITH DEVICE BEING USED.

CAUTION:
DO NOT ATTEMPT TO PUSH OR TOW THE VEHICLE TO START IT. THE VEHICLE CANNOT BE STARTED THIS WAY.
PUSHING WITH ANOTHER VEHICLE MAY DAMAGE THE TRANSAXLE OR THE REAR OF THE VEHICLE.



CAUTION:
Do not use a portable battery booster pack or any other booster source with a system voltage greater than 12 Volts or
damage to the battery, starter motor, alternator or electrical system may occur.

PREPARATIONS FOR JUMP STARTING

The battery in your vehicle is located in the rear of the engine compartment, behind the left headlight assembly.

See the following steps to prepare for jump starting:

1. Apply the parking brake, shift the automatic transmission into PARK (P) and turn the ignition to OFF.
2. Turn off the heater, radio, and all electrical accessories.
3. Pull upward and remove the protective cover over the positive (+) battery post.
4. If using another vehicle to jump start the battery, park the vehicle within the jumper cables reach, set the parking brake and make sure the ignition is OFF.

 

WARNING:
Do not allow vehicles to touch each other as this could establish a ground connection and personal injury could
result.
Take care to avoid the radiator cooling fan whenever the hood is raised. It can start anytime the ignition switch is
ON. You can be injured by moving fan blades.
Remove any metal jewelry such as rings, watch bands and bracelets that could make an inadvertent electrical
contact. You could be seriously injured.
Batteries contain sulfuric acid that can burn your skin or eyes and generate hydrogen gas which is flammable and
explosive. Keep open flames or sparks away from the battery.

 

JUMP STARTING PROCEDURE

WARNING:
Failure to follow this jump starting procedure could result in personal injury or property damage due to battery
explosion.

CAUTION:
Failure to follow these procedures could result in damage to the charging system of the booster vehicle or the
discharged vehicle.



Connecting The Jumper Cables

1. Remove the F03 (5 amp) fuse in the auxillary PDC supplying power on the A334 circuit to the Integrated Dual Charge Module (IDCM).
2. From a jump box or booster vehicle, connect the positive (+) end of the jumper cable to the positive (+) post of the discharged vehicle.
3. Connect the opposite end of the positive (+) jumper cable to the positive (+) post of the jump box or booster vehicle.
4. Connect the negative (-) end of the jumper cable to the negative (-) post of the jump box or booster vehicle.
5. Avoid reverse polarity, by connecting the opposite end of the negative (-) jumper cable to a good engine or chassis ground. A “ground” is an exposed

metallic/unpainted part of the engine, frame or chassis, such as an accessory bracket or large bolt. The ground must be away from the battery and the fuel
injection system.

WARNING:
Do not connect the jumper cable to the negative (-) post of the discharged battery. The resulting electrical spark
could cause the battery to explode and could result in personal injury.

6. Wait at least 2 minutes to charge the 12V battery and monitor with a DVOM to at least 10.5 volts.

NOTE: the waiting time depends on the voltage measured on the battery.
7. Start the engine in the vehicle with the discharged battery.
8. Once the engine is started, follow the disconnecting procedure.

NOTE: Do not install the Fuse at this time.

 

Disconnecting The Jumper Cables

1. Disconnect the negative (-) end of the jumper cable from the engine ground of the vehicle with the discharged battery.
2. Disconnect the opposite end of the negative (-) jumper cable from the negative (-) post of the booster battery.
3. Disconnect the positive (+) end of the jumper cable from the positive (+) post of the booster battery.
4. Disconnect the opposite end of the positive (+) jumper cable from the positive (+) post of the vehicle with the discharged battery, and reinstall the protective

cover.
5. Install the F03 (5 amp) fuse in the auxillary PDC supplying power on the A334 circuit to the Integrated Dual Charge Module (IDCM).
6. Monitor the 12V battery with a DVOM as needed.

 

If frequent jump starting is required to start your vehicle, you should have the battery and charging system inspected at an authorized dealer.



CAUTION:
Accessories plugged into the vehicle power outlets draw power from the vehicle’s battery, even when not in use (i.e.,
cellular devices, etc.). Eventually, if plugged in long enough without engine operation, the vehicle’s battery will
discharge sufficiently to degrade battery life and/or prevent the engine from starting.


